TEKSPLAST TRO SERISI TEKNIK OZELLIKLERI

ATKI

¢OzGU

Dokuma

6,1 iplik / cm

5,3 iplik / cm

Agirlik

565 gr / m?

Kopma Mukavemeti

310kg/5cm

270kg/5cm

Kopmada Uzama Yizdesi

% 21

% 15

incelmede Yiik

50kg/5cm

58kg/5cm

ic iplik

Polyester

iplik

1440 dtex

Kompozisyon

% 70 PVC / % 30 Polyester

Is1 Boyutsal Koruma iglemi

Yapilmigtir

En

Plastitex.

ITALIAN TEXTILE PROJECTS

Viale dell'Industria e dellArtigianato, 16
35010 Carmignano di Brenta (PD) - Italia

Tel: +39.049.5957196
Fax: +39.049.5958255
E-mail: info@plastitex.com

www.plastitex.com

CIsQ -te

ISO 9001

3T TEKSTIL SAN. TiC. ve
DANISMANLIK. LTD. §Ti.
Mabmothey Mab HaZah Cad. No: 124
Gieig Kat Glnegd - Bajcdar / ISTANBUL
To 44

3T TEKSTIL




Technical details

Technical Specifications

Texsilk® Texsilk® Colour Fastness
190 250
Composition 100% Clefin it Fastimes
UME ENM IS0 105-B02:2001 7 — 8 (max. 8)
Method 2
Type of Yarn Solutions Dyed 5
i . Fastness to rubbing
Width 160 cm (Min. 155 cms) UNE EN IS0 105-X12:1996 4 — 5 (max. 5)
Weight/mt2 190 gr 250 gr

Swimming pool water fastness

Finish Water and 0il Repellent UNE-EN ISO 105-E02:1997

5 (max. 5)

Packaging 50 mts Rolls

Physical Characteristics

TEXSILK 190 TEXSILK 250

Weft
Warp Warp Weft

Breaking Strength

UME EN IS0 13934-1 1647 N 740 N 1877 N 980 N

Tear Resistance

REEIC IR S 73,9 N 43,18 N 81,40 N 54,20 N

Slippage Resistance {Seam

method) Pr EN IS0 13936-2 ZE - S & B

Abrasion Resistance

UNE EN IS0 12047 (pert182)
Modificada segun BS
2543:1995

20.000 cycles 20.000 cycles

Piling Resistance

UNE EN IS0 12945-2 5 (max) 5 (max )

Dimensional Change in
washing -0,4% -0,2% -0,4% -0,3%
UME EM 25077:199&

Spraytest
UNE EM 24920 5 (max 5) 5 (max 5)




Properties

UV ETANDARD g0i
RTE ARG AR

N Protection:

Protects your skin from sun burning blocking more than 97% of
UV rays
LIV STANDARD 801 Certificate. Level obtained 80 UPF-UV

TEXTILES "8
DE COMFIAMER"
Test sustoncias nocivas

Oeko Tex Certification:

Class 1 {artciles for babies)
Non Allergic, Inert Polymer

Environment:

100% Recyclable

Sun Resistance:

Excellent protection against sunlight degradation.

Caolors:

Solution dyed colors offering a very good color stability. Rot-proof

Resistenciz a |'aigua:

Finished with TEFLON water repallent product.
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